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Sealing tape PE

 

Features and Benefits

• Very good adhesive strength

• Easy and quick to apply

• Suitable as nail sealing tape

• For airtight sealing of tolerance-free and uniform wide joints

• High ageing resistance

• Environmentally friendly – chemically neutral

Application

Between sandwich panels and steal beams

Between metal profiles onto liner trays

Product description

Polypropylen foam

Softener-free, elastic and self-adhesive on one side

Technical characteristics

Density: DIN EN ISO 845 25-30 kg/m³

Tensil strength: DIN EN ISO 1926 325 kPa

Elongation at break: DIN EN ISO 1626 125%

Thermal conductivity: DIN 52612  <0.04 W/m*K

Temperature resistance   –30°C up to +80°C

Approvals



159Roofing and Cladding | International Catalogue 2019 | SFS

Sealing tape PE

Product code PU Wide tape (mm) Wide joint (mm) Roll length (m)

PE-10×2 30 10 2 20 1163553

PE-15×2 60 15 2 30 1163556

PE-15×3 60 15 3 30 1163558

PE-25×2 38 25 2 30 1163559

PE-30×3 10 30 3 20 1163560

PE-40×4 24 40 4 20 1163561

PE-50×3 6 50 3 20 1163564

PE-60×3 24 60 3 2 1509296

PE-60×5 5 60 5 20 1324731

PE-SB-50/6 1 50 6 50 1507257

PE-SB-90/6 1 90 6 50 1187232

PE-SB-115/6 1 115 6 50 1187233

PE-SB-140/6 1 140 6 50 1187234

PE-SB-165/6 1 165 6 50 1187236

PE-SB-190/6 1 190 6 50 1187237

PE-SB-220/6 1 220 6 50 1214554


